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Label Killer
Effective removal of self-adhesive labels. Substances included in the product make the glue lose its 
tackiness. Does not react with most of surface materials. Moreover, the preparation easily removes natural 
fats, resin or finger marks. 
Caution: The preparation may insignificantly dissolve colour prints under a label that is removed or dissolve 
some plastics - be careful!

Application:
office and IT equipment,
cash registers,
labelling and packaging machines,
household appliances.

Instructions for use:
Apply directly on label and leave for approx. 3 minutes. Remove residues with a cloth or paper towel.

Physicochemical properties

Color transparent

Relative density at 20°C 0,80±0,01 g/cm3

Viscosity at 20°C ~30 cP

Product form aerosol fluid

State of matter gases liquids

Warehousing:
Store in sealed containers in dry and well ventilated areas away from sources of heat and ignition and direct
sunlight. Do not expose to temperatures exceeding 50ºC/122ºF. Protect against electrostatic discharge.

Data contained in this document are consistent with the current state of our knowledge. They describe typical product properties and applications. 
However, it is up to the user to examine the suitability of this product for specific applications. We deny liability for the obtained results on the grounds 
that application conditions lie beyond our control.

Packagings:

Volume Collective packaging Item CodeType of packaging

300ml 12 ART.AGT-013aerosol

400ml 12 ART.AGT-171aerosol

1L 1 ART.AGT-102metal canister


