
Electrically 
conductive rubber

Flexible, elastic black material that conducts electricity. Our 
adhesive-free electroconductive rubber o�ers a reliable solution 
for repairing keyboards, calculators and control panels 
— anywhere conventional conductive rubber has lost its 
e�ectiveness. Infused with graphite and carbon, it ensures stable 
conductivity (150–200 Ω/cm) and withstands temperatures 
from -40°C to 200°C. This thin, stretchable rubber endures stress 
up to 6 MPa. Perfect for membrane contacts — it restores 
electronic functionality in a single motion!

Product features:
excellent electrical conductivity,
high flexibility and durability,
temperature resistant,
superior mechanical strength,
easy to apply.

Applications:
calculators,
computer keyboards,
control panels.

Physicochemical properties

Appearance Solid black body

Thickness 0.5±0.05 mm

Surface type Flat

Hardness (Shore A) 55±5 [A]

-40°C to 200°C
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Temperature resistance

Electrical resistance 150-200 Ω/cm

Volume resistivity (at 100N)

Max. 55%Compression set

Tensile strength ≥6.0 Mpa

Tear strength ≥22 kN/m

Shelf life 3 years

Elongation at break ≥250%

58.7*103 Ωm (sample nr. 1)
47.7*103 Ωm (sample nr. 2)
45.1*103 Ωm (saple nr. 3)
50.5*103 Ωm (average of 3 samples)  

Volume conductivity (at 100N)

1.7*10-5 S/m (sample nr. 1)
2.1*10-5 S/m (sample nr. 2)
2.2*10-5 S/m (sample nr. 3)
2.0*10-5 S/m (average of 3 samples) 
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Compatibility:
The electrically conductive rubber is compatible with most 
electronic devices — including keyboards, calculators and control 
panels — thanks to its flexibility and ability to conform easily to 
various surfaces.

Package

Zip-lock bag 50 x 50 x 0.5 mm (ART.AGT-250) - 5 pcs.*
50 x 150 x 0.5 mm (ART.AGT-251) - 5 pcs.*

Storage: 
Store in dry, well-ventilated areas, away from heat sources, 
ignition points and direct sunlight.

Technical support:
AG TermoPasty provides technical support, answering questions 
about the technical specifications and applications of our 
products. Please contact us via email at info@termopasty.pl.

Note:
The data presented in this document reflects our current level 
of knowledge and describes the typical properties and 
applications of the product. However, the responsibility for 
determining its suitability for specific applications lies with 
the user. AG TermoPasty is not liable for the results of product 
use, as the conditions of application fall beyond our control.

*Quantity of pcs. in a bulk package.

Application method

YesWithout trimming

YesWith trimming

Usage instructions:
Restricted to professional users. Read safety data sheet 
carefully prior to use.

Before installation, clean and dry the surface where the rubber will 
be applied. Cut the rubber to the required dimensions using 
scissors or a utility knife. Then place the rubber precisely onto 
the contact surface, ensuring proper fit. After installation, test 
the device to confirm that all bu�ons function correctly.
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